TRa@naTe Basic HD
QUICK INSTALLAaTION GUIDe

9 Wire up your Tragmate connecTions

Screw in Power Cable Screw in GPS Antenna ~ \
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Securely mount the GPS antenna with a clear view of
the sky, for optimal performance mount the antenna
¢ on a level surface such as the trunk lid, route the
—_ ij wire back inside the vehicle. Attache with double
——J stick tape to non magnetic surfaces.
Q Making the Connection wiRIiNG U,
Attach ReplayXD Connection Cable to the Sensor Unit Connect the RJ45 cable from the

TragSync Pro/TraqData HD 2 to an
RJ45 Coupler and Connect the
ReplayXD Connection Cable to the
other end.

Switch inside hood

for Electronic or Coil
Operation. Default is
Electronic. -

Blue Wire to Tach Feed
Use Included
Crimpless Connector To ReplayXD HD Camera

TragSync Pro or
TragData HD 2

0 Finalizing the Connection CONMecTIONS

Remove Rear Cap of Replay Camera
@R s p of Replay

If you purchased a Replay XD Camera from us the camera

will come setup with the correct settings to work with the Plug in and
Tragmate. You can upgrade the SD card size if needed, the screw into
settings will remain on the camera. Replay XD

If you have your own camera you will need to follow the
supplemental interface instructions that are included in the
kit and are also available online in the support area.

Q Powering Up Your New Tragmate

Securely mount your Replay XD and safely route the connection
cables

Using the AutoStart feature allows the system
to automatically start recording data and
video at the same time.

Power on the Sensor Unit with the large red button. Press button again to start collecting data.

This is a Quick Installation Guide. For more information on setup and use of your Tragmate consult the extensive User Manual provided on the enclosed CD.




